“ PROINTERMED"

IFrom waste to resource since 1993

PRODUCT DESCRIPTION:
RECYCLENE PE-regranulate

COLOR:
Ambra

DESCRIPTION:
This product is a PCR (post consumer recycled) polyethylene granule from industrial waste of packaging films after
the use.

APLICATIONS:
This product is usually indicated for extrusion of cover films and for the production of industrial bags.

MATERIAL CHARACTERISTICS*

Poperty Method Unit Value
PE Content ASTM E 928-01 % >98
Compatible polymers ( type/amount) ASTM E 928-01 % PP /<2
Melt flow index to 190° C/2.16 kg ISO 1133-01 g/10’ 0.6-1
Density ASTM D 1505 g/cm3 0.922-0.935
Contamination (unmelted materials and UNI10667-2- Number <5
impurities) >100 um App.A Met.C

Contamination (unmelted materials and <50
impurities) <100 um

Size < 16 mm **** ISO 565 % >90
Filtration ISO 9044 u 110

Note :
*Granule properties should be considered as typical and may change based on the processing conditions.
****The remaning fraction is processable through the use of conventional extrusion plants.

Extrusion conditions: The material is easy to process with the conventional extrusion plants. The suggested melt
temperature for extrusion is from 170°C to 250°C.

Storage and transport: The material is easy to transport using the equipament designed for handling common
polyethylene in granules, supposing that this equipament prevents dust or particles contained in all polyethylene resis
from building up, as this could result in the risk of explosion in particular environmental conditions. Read carefully
the related Prointermed safety data sheet before using the product.
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